
Attachment No. PC 7 
Lighting Fixture Cut Sheets 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

A1 

SURFACE-MOUNTED COMPACT LED 
FLOODLIGHT WITH WIDE FLOOD 
OPTICS AND WARM-WHITE LEDS 

KIM LIGHTING 
CFL1-27L3KUV-<FINISH>  
SURFACE-MOUNT BOX J-27N 
FINISH: TBD 

LAMP WARM WHITE LEDS 
INTEGRAL 

WATTAGE 32.4 

1F GARAGE AT RETAINING WALL VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

A1 

SURFACE-MOUNTED COMPACT LED 
FLOODLIGHT WITH WIDE FLOOD 
OPTICS AND WARM-WHITE LEDS 

KIM LIGHTING 
CFL1-27L3KUV-<FINISH>  
SURFACE-MOUNT BOX J-27N 
FINISH: TBD 

LAMP WARM WHITE LEDS 
INTEGRAL 

WATTAGE 32.4 

1F GARAGE AT RETAINING WALL VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

A2 

SURFACE-MOUNTED METAL HALIDE 
WASH LIGHT FOR WET LOCATIONS 
WITH ASYMMETRIC REFLECTOR AND 
CUTOFF HOOD 

AMETRIX 
RS-SO-P-1-E-070-<VOLTS>-<FINISH>-Y103 
FINISH: TBD 

LAMP GE 
CMH70T/U/830/G12 
3000 KELVIN 
83 CRI 

WATTAGE 77 

GARAGE ROOF VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC MH 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

D1 

RECESSED SMALL-APERTURE LED 
LENSED DOWNLIGHT FOR DAMP 
LOCATIONS 

INTENSE LIGHTING 
ILM4-700-30-VOLTS 
REFLECTOR IC422-HZ-SFW 

LAMP WARM WHITE LED INTEGRAL 
3000 KELVIN 
85 CRI 
50,000 HOURS 
 

WATTAGE 14 

1F RETAIL AT COLUMNS VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

D1 

RECESSED SMALL-APERTURE LED 
LENSED DOWNLIGHT FOR DAMP 
LOCATIONS 

INTENSE LIGHTING 
ILM4-700-30-VOLTS 
REFLECTOR IC422-HZ-SFW 

LAMP WARM WHITE LED INTEGRAL 
3000 KELVIN 
85 CRI 
50,000 HOURS 

WATTAGE 14 

1F RETAIL AT COLUMNS VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

D2 

SURFACE-MOUNTED LED LENSED 
DOWNLIGHTWITH 40 DEGREE 
DISTRIBUTION FOR DAMP LOCATIONS 

SOLID STATE LUMINAIRES 
DC1.0-S-3K-FL-<FINISH> 

LAMP WARM WHITE LED INTEGRAL 
3000 KELVIN 
85 CRI 
50,000 HOURS 

WATTAGE 18 

MAIN STAIRS VOLTAGE 120/277 LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

D2 

SURFACE-MOUNTED LED LENSED 
DOWNLIGHTWITH 40 DEGREE 
DISTRIBUTION FOR DAMP LOCATIONS 

SOLID STATE LUMINAIRES 
DC1.0-S-3K-FL-<FINISH> 

LAMP WARM WHITE LED INTEGRAL 
3000 KELVIN 
85 CRI 
50,000 HOURS 
 

WATTAGE 18 

MAIN STAIRS VOLTAGE 120/277 LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

D2 

SURFACE-MOUNTED LED LENSED 
DOWNLIGHTWITH 40 DEGREE 
DISTRIBUTION FOR DAMP LOCATIONS 

SOLID STATE LUMINAIRES 
DC1.0-S-3K-FL-<FINISH> 

LAMP WARM WHITE LED INTEGRAL 
3000 KELVIN 
85 CRI 
50,000 HOURS 

WATTAGE 18 

MAIN STAIRS VOLTAGE 120/277 LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

F1a 

PENDANT-MOUNTED DIRECT-INDIRECT 
LINEAR FLUORESCENT LUMINAIRE FOR 
DAMP LOCATIONS WITH ONE LAMP IN 
CROSS-SECTION - 8' LENGTH 

PEERLESS 
AEM2-1-28T5-WHR-CWIN-8 FT-R8-<VOLTS>-GEB10-
SCT-L/LP-<VERIFY MOUNTING>-27-<FINISH>-DL-DU 
FINISH: TBD 

LAMP (2) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 60 

1F GARAGE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

F1b 

PENDANT-MOUNTED DIRECT-INDIRECT 
LINEAR FLUORESCENT LUMINAIRE FOR 
DAMP LOCATIONS WITH TWO LAMPS 
IN CROSS SECTION- 16' LENGTH 

PEERLESS 
AEM2-1-28T5-WHR-CWIN-16 FT-R8-<VOLTS>-
GEB10-SCT-L/LP-<VERIFY MOUNTING>-27-
<FINISH>-DL-DU 
FINISH: TBD 

LAMP (4) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 120 

1F GARAGE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

F1c 

PENDANT-MOUNTED DIRECT-INDIRECT 
LINEAR FLUORESCENT LUMINAIRE FOR 
DAMP LOCATIONS WITH TWO LAMPS 
IN CROSS SECTION- 24' LENGTH 

PEERLESS 
AEM2-1-28T5-WHR-CWIN-24 FT-R8-<VOLTS>-
GEB10-SCT-L/LP-<VERIFY MOUNTING>-27-
<FINISH>-DL-DU 
FINISH: TBD 

LAMP (6) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 180 

1F GARAGE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 

 

160



       

TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

F2a 

SURFACE-MOUNTED, LENSED LINEAR 
FLUORESCENT LUMINAIRE FOR DAMP 
LOCATIONS WITH TWO LAMPS IN 
CROSS SECTION - 4' LENGTH 

HE WILLIAMS 
ASM-S-4-2-28T5S-A-WET/CC-EB2-UNV 

LAMP (2) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 60 

GARAGE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 

 

161



       

TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

F2b 

SURFACE-MOUNTED, LENSED LINEAR 
FLUORESCENT LUMINAIRE WITH FOUR 
LAMPS IN CROSS SECTION - 8' LENGTH 

HE WILLIAMS 
ASM-S-8-4-28T5S-A-WET/CC-EB2/2-UNV 

LAMP (4) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 120 

GARAGE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

F3 

COVE MOUNTED FLUORESCENT STRIP 
LIGHT WITH ASYMMETRICAL OPTICS 

ELLIPTIPAR 
F151-T328-H-02-<VOLTS>-00-0 

LAMP (2) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 60 

1F GARAGE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

F3 

COVE MOUNTED FLUORESCENT STRIP 
LIGHT WITH ASYMMETRICAL OPTICS 

ELLIPTIPAR 
F151-T328-H-02-<VOLTS>-00-0 

LAMP (2) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 60 

1F GARAGE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L1 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS IN POLYCARBONATE TUBE. 

J & J ELECTRONICS 
LLS-CB2-<LENGTHS PER DRAWINGS>-SW27-ES-
<VERIFY CABLE LENGTH> 
MOUNTING CLIPS CGSL-MC 
TRANSFORMER C2288-24-<VOLTS> 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 4.6 W/LF 
300 W/TRANSFORMER 

CORNICES VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L1 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS IN POLYCARBONATE TUBE. 

J & J ELECTRONICS 
LLS-CB2-<LENGTHS PER DRAWINGS>-SW27-ES-
<VERIFY CABLE LENGTH> 
MOUNTING CLIPS CGSL-MC 
TRANSFORMER C2288-24-<VOLTS> 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 4.6 W/LF 
300 W/TRANSFORMER 

CORNICES VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L2 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS WITH NARROW BEAMSPREAD 

WINONA 
WSL-203W-<LENGTH>-20-27K-F-SGW-SE-STD 
PROVIDE APPROPRIATE REMOTE MAGNETIC 
TRANSFORMER IN CONCEALED, MAINTENANCE-
ACCESSIBLE LOCATION 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 4.6 W/LF 
300 W/TRANSFORMER 

COVE ABOVE PARKING ENTRANCE VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L2 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS WITH NARROW BEAMSPREAD 

WINONA 
WSL-203W-<LENGTH>-20-27K-F-SGW-SE-STD 
PROVIDE APPROPRIATE REMOTE MAGNETIC 
TRANSFORMER IN CONCEALED, MAINTENANCE-
ACCESSIBLE LOCATION 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 4.6 W/LF 
300 W/TRANSFORMER 

COVE ABOVE PARKING ENTRANCE VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L2 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS WITH NARROW BEAMSPREAD 

WINONA 
WSL-203W-<LENGTH>-20-27K-F-SGW-SE-STD 
PROVIDE APPROPRIATE REMOTE MAGNETIC 
TRANSFORMER IN CONCEALED, MAINTENANCE-
ACCESSIBLE LOCATION 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 4.6 W/LF 
300 W/TRANSFORMER 

COVE ABOVE PARKING ENTRANCE VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L3 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS WITH GRAZING OPTICS 

LUMENPULSE 
LOG-RO-<VOLTS>-<LENGTH>-30K-10x60-UMP-WH
-NO-ETE 
PROVIDE CONTINUOUS ROWS COMPRISED OF 3 
& 4-FOOT FIXTURES 

LAMP 3000 KELVIN LED 
INTEGRAL 
86 CRI 
120,000 HOURS 

WATTAGE 8.5 W/LF 

FAÇADE LIGHT BOXES VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L3 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS WITH GRAZING OPTICS 

LUMENPULSE 
LOG-RO-<VOLTS>-<LENGTH>-30K-10x60-UMP-WH
-NO-ETE 
PROVIDE CONTINUOUS ROWS COMPRISED OF 3 
& 4-FOOT FIXTURES 

LAMP 3000 KELVIN LED 
INTEGRAL 
86 CRI 
120,000 HOURS 

WATTAGE 8.5 W/LF 

FAÇADE LIGHT BOXES VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L3 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS WITH GRAZING OPTICS 

LUMENPULSE 
LOG-RO-<VOLTS>-<LENGTH>-30K-10x60-UMP-WH
-NO-ETE 
PROVIDE CONTINUOUS ROWS COMPRISED OF 3 
& 4-FOOT FIXTURES 

LAMP 3000 KELVIN LED 
INTEGRAL 
86 CRI 
120,000 HOURS 

WATTAGE 8.5 W/LF 

FAÇADE LIGHT BOXES VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L3 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS WITH GRAZING OPTICS 

LUMENPULSE 
LOG-RO-<VOLTS>-<LENGTH>-30K-10x60-UMP-WH
-NO-ETE 
PROVIDE CONTINUOUS ROWS COMPRISED OF 3 
& 4-FOOT FIXTURES 

LAMP 3000 KELVIN LED 
INTEGRAL 
86 CRI 
120,000 HOURS 

WATTAGE 8.5 W/LF 

FAÇADE LIGHT BOXES VOLTAGE PER EE LOCATION  

SOURCE LED 

 

173



       

TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

L3 

SURFACE-MOUNTED LED COVELIGHT 
FOR WET LOCATIONS WITH 2700K 
EMITTERS WITH GRAZING OPTICS 

LUMENPULSE 
LOG-RO-<VOLTS>-<LENGTH>-30K-10x60-UMP-WH
-NO-ETE 
PROVIDE CONTINUOUS ROWS COMPRISED OF 3 
& 4-FOOT FIXTURES 

LAMP 3000 KELVIN LED 
INTEGRAL 
86 CRI 
120,000 HOURS 

WATTAGE 8.5 W/LF 

FAÇADE LIGHT BOXES VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

S1 

SURFACE-MOUNTED DECORATIVE 
LUMINAIRE FOR DAMP LOCATIONS 

ELA LIGHTING 
1920<FINISH>-OP 
MOD - PROVIDE WITH CFL LAMPING 

LAMP GE 
(2) F18BX/SPX30 
3000 KELVIN 
82 CRI 

WATTAGE 40 

1F RETAIL VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC CFL 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

S2 

SURFACE-MOUNTED DECORATIVE 
LUMINAIRE FOR DAMP LOCATIONS 

VISA 
CV2014-2FS28-PTD 

LAMP (2) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 60 

1F GARAGE ENTRY AREA VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

S2 

SURFACE-MOUNTED DECORATIVE 
LUMINAIRE FOR DAMP LOCATIONS 

VISA 
CV2014-2FS28-PTD 

LAMP (2) F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 60 

1F GARAGE ENTRY AREA VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

U1 

INGRADE LINEAR WALL GRAZER WITH 
WARM WHITE LEDS 

BEGA 
8849LED 
PROVIDE WITH 3000 KELVIN LEDS 

LAMP 3000 KELVIN LED INTEGRAL 

WATTAGE 44 

MAIN STAIR VOLTAGE 120/277 LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

U2 

SUBMERSIBLE LED FOUNTAIN LIGHT FOCUS INDUSTRIES 
SL-33-ABAC-ULT-BAR 
 

LAMP Q20MR16/SP 
(INCLUDED) 

WATTAGE 20 

WATER FEATURE VOLTAGE 12 LOCATION  

SOURCE LOW VOLTAGE 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

W1 

LINEAR FLUORESCENT WALL BRACKET 
FOR DAMP LOCATIONS WITH INDIRECT 
OPTICS AND  ONE LAMP IN CROSS-
SECTION - 4' LENGTH 

PEERLESS 
CRW4-Q-28T5-PERF-WHR-4 FT-R4-<VOLTS>-GEB10-
SCT-L/LP-<FINISH>-DL-DU 

LAMP F28T5/830/ECO 
3000 KELVIN 
85 CRI 
30,000 HOURS 

WATTAGE 30 

GARAGE - +5'-6" AFF VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC FLUORO 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

W2 

LENSED, COMPACT FLUORESCENT 
WALL SCONCE FOR DAMP 
LOCATIONS 

VISA 
CV2008-2FS28-PTD 

LAMP GE 
F39BX/SPX30 
3000 KELVIN 
12,000 HOURS 

WATTAGE 37 

GARAGE- SECONDARY DOORS VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC CFL 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

W3 

LENSED, COMPACT FLUORESCENT 
WALL SCONCE FOR DAMP 
LOCATIONS 

ELA LIGHTING 
L1911-PL-<VOLTS>-<FINISH> 
MOD - PROVIDE WITH CFL LAMPING, OPAL 
GLASS LENS 
 

LAMP GE 
F18BX/SPX30 
3000 KELVIN 
82 CRI 

WATTAGE 20 

MAIN STAIRWELL VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC CFL 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

W4 

LOW-PROFILE METAL HALIDE 
WALLPACK WITH UP-DOWN OPTICS 

COLE LIGHTING 
HMH2535-2-ST/ST 
PROVIDE WITH SURFACE COLLAR -SC WHERE 
REQUIRED 

LAMP CMH39T/U/830/G12 
3000K 
84 CRI 
15,000 HOURS 

WATTAGE 44 

R102 FAÇADE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC MH 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

W4 

LOW-PROFILE METAL HALIDE 
WALLPACK WITH UP-DOWN OPTICS 

COLE LIGHTING 
HMH2535-2-ST/ST 
PROVIDE WITH SURFACE COLLAR -SC WHERE 
REQUIRED 

LAMP CMH39T/U/830/G12 
3000K 
84 CRI 
15,000 HOURS 

WATTAGE 44 

R102 FAÇADE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC MH 

 

184



       

TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

W5 

WALL-MOUNTED, SHIELDED LED UP-
DOWN LIGHT FOR WET LOCATIONS 

HK LIGHTING 
LED ZX30i-WM2 <FINISH> 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 20 

R103 FAÇADE VOLTAGE PER EE LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
FIXTURE DESCRIPTION  MANUFACTURER & PART # TECHNICAL INFORMATION 

5/29/2012 

W6 

BRACKET-MOUNTED LINEAR LED WASH 
LIGHT FOR WET LOCATIONS WITH 
WARM-WHITE DIODES 

LED LIGHT BAR TO BE INTEGRATED IN AWNING 
FRAMES. 
J & J ELECTRONICS 
LLS-CB2-<LENGTHS PER DRAWINGS>-SW27-ES-
<VERIFY CABLE LENGTH> 
MOUNTING CLIPS CGSL-MC 
TRANSFORMER C2288-24-<VOLTS> 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 4 W/LF 

1F RETAIL AWNINGS VOLTAGE TBD LOCATION  

SOURCE LED 
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TYPE  
 

MARINER’S POINTE 
NEWPORT BEACH, CALIFORNIA ISSUE DATE  

REVISED  
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W6 

BRACKET-MOUNTED LINEAR LED WASH 
LIGHT FOR WET LOCATIONS WITH 
WARM-WHITE DIODES 

LED LIGHT BAR TO BE INTEGRATED IN AWNING 
FRAMES. 
J & J ELECTRONICS 
LLS-CB2-<LENGTHS PER DRAWINGS>-SW27-ES-
<VERIFY CABLE LENGTH> 
MOUNTING CLIPS CGSL-MC 
TRANSFORMER C2288-24-<VOLTS> 
OR COMPLETE SYSTEM AS MANUFACTURED BY 
EVERBRITE LIGHTING 
 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 4 W/LF 

1F RETAIL AWNINGS VOLTAGE TBD LOCATION  

SOURCE LED 
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W6 

BRACKET-MOUNTED LINEAR LED WASH 
LIGHT FOR WET LOCATIONS WITH 
WARM-WHITE DIODES 

LED LIGHT BAR TO BE INTEGRATED IN AWNING 
FRAMES. 
J & J ELECTRONICS 
LLS-CB2-<LENGTHS PER DRAWINGS>-SW27-ES-
<VERIFY CABLE LENGTH> 
MOUNTING CLIPS CGSL-MC 
TRANSFORMER C2288-24-<VOLTS> 
OR COMPLETE SYSTEM AS MANUFACTURED BY 
EVERBRITE LIGHTING 
 

LAMP 2700 KELVIN LED 
INTEGRAL 
86 CRI 
50,000 HOURS 

WATTAGE 4 W/LF 

1F RETAIL AWNINGS VOLTAGE TBD LOCATION  

SOURCE LED 
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W7 

FULL-CUTOFF DECORATIVE WALL 
SCONCE 

GOLDEN LIGHTING 
RIVABELLA LARGE 10517-L 

LAMP CF13/EL/GU24 
INCLUDED 

WATTAGE 13 

2F RETAIL VOLTAGE 120 LOCATION  

SOURCE CFL 
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W8 

FULL-CUTOFF WALL SCONCE INVUE 
ENC-26W-CF-UNV-EB-CFM-<FINISH> 
FINISH: TBD 

LAMP GE 
F32TBX/830/A/ECO 
3000 KELVIN 
82 CRI 

WATTAGE 36 

SECONDARY EXIT DOORS VOLTAGE 120/277 LOCATION  

SOURCE ELECTRONIC MH 
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W8 

FULL-CUTOFF WALL SCONCE INVUE 
ENC-26W-CF-UNV-EB-CFM-<FINISH> 
FINISH: TBD 

LAMP GE 
F32TBX/830/A/ECO 
3000 KELVIN 
82 CRI 
12,000 HOURS 

WATTAGE 36 

SECONDARY EXIT DOORS VOLTAGE 120/277 LOCATION  

SOURCE ELECTRONIC MH 
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W10 

LARGE-SCALE FULL-CUTOFF 
DECORATIVE WALL SCONCE 

ELA LIGHTING 
L1941BH-32-PL-<VOLTS>-TYPE 3  DARK SKY-
<FINISH> 
 

LAMP GE 
F32TBX/830/A/ECO 
3000 KELVIN 
82 CRI 
12,000 HOURS 

WATTAGE 36 

R1032 FACADE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC CFL 
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W11 

WALL-MOUNTED DECORATIVE 
LIGHTING ELEMENT 

SISTEMALUX 
S.4083-120 

LAMP GE 
F18TBX/SPX30/A/ECO 
3000 KELVIN 
82 CRI 

WATTAGE 21 

INSET PANELS AT GARAGE RAMP FAÇADE VOLTAGE PER EE LOCATION  

SOURCE ELECTRONIC CFL 
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SL1 

RECESSED COMPACT FLUORESCENT 
WALL LUMINARE WITH FULLY SHIELDED 
OPTICS 

BEGA 
2277P 

LAMP F32TBX/830/A/ECO 
3000 KELVIN 
82 CRI 

WATTAGE 36 

SOUTH PARAPET VOLTAGE 120/277 LOCATION  

SOURCE ELECTONIC FLUORO 
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